BIG BAG BOSALTMA UNITESI




Bu Uniteler 1 ila 1,5 tonluk big baglerin askida tutularak,
kolay ve verimli bosaltilmasi amaci ile gelistirilmistir.

Bircok farkh sektérde kullanim alani bulan (Uniteler,
standart olarak karbon celiginden Uretilmekle birlikte;
opsiyonel  olarak  paslanmaz c¢elikten de imal
edilebilmektedir.

OZB big bag bosaltma Unitesi ving veya forklift ile yikleme
icin ylksekligi ayarlanabilir teleskobik sasi ile temin

edilebilmektedir.

Ergonomik tasarimi ile big bag acilisi kolaylastiriimis ve
bosaltim kontrol altina alinmistir.

PLC Uinitesi ile ayarlanabilen iki adet ayarlanabilir pnématik
kollar ile verimli bir bosaltim saglanmustir.

Esnek programlanabilme 6zelligine sahip calisma modlari
sayesinde tim farkl taleplere cevap verilir.

Paslanmaz gelikten mamil opsiyonlari mevcuttur.

The unloader unit is designed to hang big bags of 1 to 1.5
tons capacity for quick and efficient discharge.

The product is suitable for many different applications and

is made of carbon steel. Stainless steel versions are also
available upon request.

OZB big bag unloader unit available with a height
adjustable telescopic frame.

The ergonomic design eases opening of bottom and helps
control the discharge.

The pneumatic arms efficient discharge, they can be
adjusted for 4 different working angles.

The versatile programmability of the working modes
allows all requirements to be met.

Stainless steel options are available.
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Avyarlanabilir piston kollar
Teleskobik Ust sasi
Gozetleme kapakli gikis
Vibrasyon konisi

BILESENLER COMPONENT

1. Adjustable piston arms
2. Adjustable telescopic frame
3. Outlet with inspection hatch
4. Vibration cone
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BIG BAG KESME BICAGI - OPSIYONEL FIBC CUTTING BLADE - OPTIONAL

Bicak torbanin kolay kesilmesini saglar ve malzeme akisina Blade allows for a quick cut, letting the material flow.

izin verir.

KUMANDA PANOSU CONTROL PANEL
Kumanda panosu ile vibrasyon motorlari ve pndmatik Panel allows user to control the vibration motor,
kollar kontrol edilebilir. . pneumatic arms.
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GOZETLEME KAPAGI = INSPECTION HATCH

Cikis agzindaki gozetleme kapagi, herhangi bir tikanma In case of blockage, inspection hatch on the outlet can be
olmasi durumunda kolay miidahale imkani saglamaktadir. | used to clean the conical part.

AYARLANABILIR PNOMATIK KOLLAR - OPSiYONEL ADJUSTABLE PNEUMATIC ARMS - OPTIONAL

Ayarlanabilen ikili yanal pnomatik kollar ile verimli bir An efficient discharge is provided with adjustable double
bosaltim saglanmaktadir. - lateral pneumatic arms.
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